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3. hall   205 x 97 m 60 480 m2

4. hall   213 x 97 m 20 160 m2

Retail    0 x 0 m       4 000 m2

Brno

Brno airport

Connection to D52
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•   Brno (25 km, 25 min)
•   Connection to D1 (22 km, 16 min)
•   Olomouc (101 km, 65 min)
•   Wien (110 km, 82 min)
•   Bratislava (120 km, 78 min)
•   Prague (225 km, 117 min)
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Our hall is made of steel fiber concrete 
with hard material interspersed with
uniformly distributed load of 50 kN/m2 
expanded. Floor flatness according to DIN 
standard 18202 table 3 Line 3.

CONSTRUCTION
Up to 18 m clear height below the 
beams. Column grid 12 x 24 m.

STRUCTURE

The warehouse part shall be designed for 
an average room temperature of 15 °C 
measured at +0.1 m FFL at -20 °C outside 
temperature. Specific areas, like assem-
bly, production should be designed to 
meet the local authority requirements for 
respective areas as per documentation.

HEATING
Situated inside the warehouse space on 
two floors inbuilt. Designed and 
constructed according to the client’s 
requirements in line with the Czech 
hygienic and fire safety norms. Each 
office, meeting rooms and server rooms 
are equipped with cooling system.

OFFICE AND SOCIAL AREA

LED light strips are installed with 
200lux in warehouse and 300lux 
light intensity in production.

LIGHTING
Our loading gates measure 3 m x 3,2 m. 
Each gate comes with external dock 
shelter as well an electric dock leveller 
equipped with 100 kN static and 60 kN 
dynamic load bearing. In addition, each 
part of the hall receives both a ground 
level sectional door of 4,5 m x 3,5 m. 
Socket outlets for every sectional gates, 
1x 230V/16A, as well as for every 1,000 m2 
warehouse area socket outlet combina-
tion of 1x 400V/16A and 2x230V/16A, 
shall be installed at the wall (or column).

GATES

Loading area or the curves are in 
concrete surface based on the RStO.
For the rest of the areas We use asphalt
or concrete surface.

OUTSIDE AREA
Sprinklers below the roof are in standard. 
Warehouse/assembly area is to be 
completly equipped with ESFR 
ceiling-sprinklers. Sprinkler tank
and sprinkler heads are then modified 
and adjusted according to the client’s 
provided description of the service
and goods.

SPRINKLERS
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DEVELOPMENT CONCEPT

Total built-up area 80 640 m2

3. hall   205 x 97 m 60 480 m2

    12 drive in doors

    76 dock doors

    71 parking places

4. hall   109 x 104 m 20 160 m2

R. Retail           4 000 m2

    4 drive in doors

    28 dock doors

    62 parking places

    20 truck parking places

Park entrance
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